m

TEKNIK

y

Uriin Bilgisi \ Product Data

Standart Uriin Ozellikleri \ Standard Features

Goévde \ Housing

IP Koruma Sinifi \ IP Grade
Kullanim Sekli \ Installation
Isik Kaynag \ Light Source
Renk \ Colors

: Aliminyum Enjeksiyon \ Aluminum injection housing

1 IP54
: Siva Alti / Ceiling Recessed
: MID Power

: Ral 9010/ Ral 9005 / Ral 7016 / Ral 7040

Optik ve Elektriksel Ozellikler \ Optical & Electrical Features

Tuketim Gicl \ Power Consumption

Armatiir Limeni \ Final Luminous Flux

Armatir Verimliligi \ Efficacy

Girig Gerilimi \ input Voltage

Girig Frekans \ Frequency

Surtis Akimi \ Drive Current

Optik Sistem\Optical System

Optik lens yada reflektér \ Diffuser
Gli¢ Faktori \ Power Factor
Renksel Geriverim indexi (CRI)
Yiiksek Gerilim Darbe Dayanimi '\

Surge Transient Protection

1W /2w
:801Im

: 80 Im/w
:112-24V AC

: 50-60 Hz
1350 mA

: Opal / Opal

: Diftizér ve Lens / Diffuser and Lens
:>85

1 >80

: Faz-Notr : 2kV

Elektriksel Koruma Sinifi \ Electrical Protection . ¢jass 11 - SELV

Class

Diger Ozellikler \ Other Features & Conditions

Darbe Dayanim Sinifi (IK)
Galisma Sicaklig Arahgr\

Operating Temperature Range

Opsiyonel Ozellikler \ Optiontal Features

: IKO7
:-20°C/ +45 °C

Renk Sicakligi (CCT)\Color Temperature

: 2700K-3000K-4000K-6500K

Fotometrik Egri \ Photometric Curve

MACRO SPOT
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Uriin Olgiileri \ Product Sizes

MACRO SPOT

Uriin uzunluk Olciileri (mm) \ Dimensions (mm)

Uriin Gérselleri \ Product Images

En\ Wide Boy\ Length  Yiikseklik\Height
Standart\Standard 26,05 16,48 34,93
Agirlik (kg) \ Weight (kg)
Standart\Standard :51,5 Gram

Koli Olciileri (mm) \ Box Sizes (mm)

En\ Wide Boy\ Length  Yiikseklik\Height

Standart\Standard




